APPENDIX E

NOISE MODEL AND TECHNICAL MATERIALS



TABLE Existing -01
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005

ROADWAY SEGMENT: Santa Clara - White St. to Autumn
NOTES: Project Name - Existing

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 16400 SPEED (MPH) : 40 GRADE :
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 18 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 66.69

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing -02
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: Santa Clara - Autumn to Delmas Ave.
NOTES: Project Name - Existing

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 15200 SPEED (MPH) : 40 GRADE :
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 18 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 66.36

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing -03
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005

ROADWAY SEGMENT: Autumn - San Fernando to Santa Clara
NOTES: Project Name - Existing

* % ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 2400 SPEED (MPH) : 40 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M~TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 12 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 58.83

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing -04
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: San Fernando -Autumn to Delmasg Ave.
NOTES: Project Name - Existing

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 2800 SPEED (MPH) : 30 GRADE:
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = ©57.06

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing -05
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: Park Ave. - Autumn to Sunol
NOTES: Project Name - Existing

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 69500 SPEED (MPH) : 30 GRADE :
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 18 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 59.90

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing -06
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: Park Ave. -Autumn to Delmas
NOTES: Project Name - Existing

* % ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 7000 SPEED (MPH): 30 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 18 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 59.96

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing -07
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005

ROADWAY SEGMENT: Montgomery/Bird - Park to San Carlos
NOTES: Project Name - Existing

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 16700 SPEED (MPH): 30 GRADE :
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 36 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 62.59

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing -08
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: Bird - San Carlos to Auzerias
NOTES: Project Name - Existing

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 21800 SPEED (MPH) : 40 GRADE :
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M~TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 36 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 66.77

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing -09
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: Auzurias - Bird to Sunol
NOTES: Project Name - Existing

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 6400 SPEED (MPH) : 30 GRADE:
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 60.65

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing -10
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: Auzurias - Bird to Josefa
NOTES: Project Name - Existing

* * ASSUMPTIONS * =*

AVERAGE DAILY TRAFFIC: 4500 SPEED (MPH) : 30 GRADE:
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.0¢9 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = ©59.12

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing Plus Project-01
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: Santa Clara - White St. to Autumn
NOTES: Project Name - Existing Plus Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 22100 SPEED (MPH) : 40 GRADE:
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 18 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 67.98

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing Plus Project-02
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: Santa Clara - Autumn to Delmas Ave.
NOTES: Project Name - Existing Plus Project

* % ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 21300 SPEED (MPH) : 40 GRADE :
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 18 SITE CHARACTERISTICS: SOFT
* % CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 67.82

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing Plus Project-03
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: Autumn - San Fernando to Santa Clara
NOTES: Project Name - Existing Plus Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 8000 SPEED (MPH) : 40 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 12 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 64.06

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing Plus Project-04
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: San Fernando -Autumn to Delmas Ave.
NOTES: Project Name - Existing Plus Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 6100 SPEED (MPH) : 30 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H~-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 60.44

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing Plus Project-05
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: Park Ave. - Autumn to Sunol
NOTES: Project Name - Existing Plus Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 7800 SPEED (MPH) : 30 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 18 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 60.43

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing Plus Project-06
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: Park Ave. -Autumn to Delmas
NOTES: Project Name - Existing Plus Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 8200 SPEED (MPH) : 30 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M~TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 18 SITE CHARACTERISTICS: SOFT
* % CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 60.65

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing Plus Project-07
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: Montgomery/Bird - Park to San Carlos
NOTES: Project Name - Existing Plus Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 21800 SPEED (MPH) : 30 GRADE :
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 36 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 63.74

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing Plus Project-08
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: Rird - San Carlos to Auzerias
NOTES: Project Name - Existing Plus Project

* % ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 25200 SPEED (MPH) : 40 GRADE:
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 36 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 67.40

DISTANCE (FEET) FROM RCADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing Plus Project-09
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: Auzurias - Bird to Sunocol
NOTES: Project Name - Existing Plus Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 7300 SPEED (MPH) : 30 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H~-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 61.22

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing Plus Project-10
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 12/27/2005
ROADWAY SEGMENT: Auzurias - Bird to Josefa
NOTES: Project Name - Existing Plus Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 5600 SPEED (MPH) : 30 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 : 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT
* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 60.07

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL
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